Corrected last paragraph on page 2 and continuing into oaae 3 

Detailed Description of the invention 
Fig. 1 Illustrates the basic concept of the invention. The basic organizer 
consists of a sheet 1 made up of two plastic sheets of clear view and supple or 
flexible material. One of the sheets, a backing sheet 9, has a second sheet 9a 
attached thereto such as by heat welding or any other way. The backing sheet 9 
remains undisturbed but the cover sheet can be divided to form four different 
compartments. In Fig. 1 there are shown four different compartments A, B, C, D. 
Each of the compartments can be treated or structured differently to form different 
subdivided compartments for different purposes. Compartment A, for example, is 
heat sealed to the backing sheet 9 at A1 but is not attached to the backing sheet 9 at 
the right side of the quadrant A. This side is left open and is accessible as shown by 
the arrow 22. This side should be resealable by the resealable closure 2. any items 
to be stored or displayed would be inserted through the resealable closure 2. Turning 
now to the compartment B in Fig. 1, there is shown a different way of entering the 
compartment B which has an always open opening 3 as is indicated by the arrow 20. 
The third compartment C is open to the right of or in the middle -of sheet 1 as is 
indicated by the arrow 23. This opening may be resealable as is indicated by the 
reference character 4. The fourth quadrant D is similar to the arrangement of 
quadrant 6 in that there is a top opening 5 which is accessible as is indicated by the 
arrow 21. The left side of the quadrant D is heat sealed against the backing sheet 9 
at 8. Of course, the front or top sheet 1a and 9a and the backing sheet 9 are heat 



sealed to each other around the outer periphery to form a broad compartment which 
may be subdivided into many different ways to form differently sized compartments. 
The organizer, as explained above, may be assembled with like or other organizers in 
a collective binder. In this regard, Fig. 1 shows a tab 6 at the edge of the organizer 
sheet 1. This edge may have two or three holes therein for placing the same over 
the rings of a two or three ring binder. Such hole for that purpose are shown at 6 and 
6a. Other binders have a ciamp at the spine of the binder. Therefore, the organizer 
sheets can be installed or assembled in such a binder. The end result is that the 
pattern or projects can be assembled in an easily referenced collection. 



Corrected second paragraph on page 3 

Fig. 2 inctudes the same basic principle of displaying and storing handy-craft 
items in a somewhat different manner. In this Fig. the same basic back 9 and front 
sheet 9a are used, however, the compartments are divided in a different manner. In 
Fig. 2, the organizer is subdivided into just two compartments E and F. The first 
compartment E has a permanently open upper end 10 as is shown by the arrow 24. 
The top compartment ends at El by heat sealing procedures. The lower 
compartment has an opening as shown by the arrow 25 but this opening may be 
resealbleby a pressure-type fastener 14. The bottom is heat sealed at 12 to the 
backing sheet 9 at 12 to form an expandable fold. 



Corrected paragraph 3 on page 3 and oontinuing on page 4. 

Fig. 3 again shows two compartments G and H as were shown in Fig. 2. 
However, in this arrangement the compartment G extends the full length of the 
backing sheet 9 and it is heat sealed at the bottom at 13 by having the front sheet la 
superimposed to thereby form a large compartment. However the front sheet 1a can 
be subdivided by providing a second opening midway down the front sheet as is 
indicated by the arrow 27. A resealable closure 32 is attached to the front sheet by 
the heat seams 30 and 31. The compartment H also ends at the bottom 14 where 
compartment G ends. This way the large compartment G can be entered through the 
arrow 26 and the arrow 27 into a smaller compartment. The front sheet 33 of the 
compartment H may be made of a clear or opaque plastic material. 



Corrected paragraph 3 on page 3 and continuing on page 4. 

Fig. 3 again shows two compartments G arid H as were shown in Fig. 2. 
However, in this arrangement the compartment G extends the full length of the 
backing sheet 9 and it is heat sealed at the bottom at 13 by having the front sheet la 
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superimposed to thereby form a large compartment. However the front sheet 1a can 
be subdivided by providing a second opening midway down the front sheet as is 
indicated by the arrow 27. A resealable closure 32 is attached to the front sheet by 
the heat seams 30 and 31. The compartment H also ends at the bottom 14 where 
compartment G ends. This way the large compartment G can be entered through the 
arrow 26 and the arrow 27 into a smaller compartment. The front sheet 33 of the 
compartment H may be made of a clear or opaque plastic material. 



